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RCRA Subtitle I Inspection Report 

UST Compliance Inspection 

Pepco Benning Road Generating Station 
3400 Benning Road, NE 
Washington, DC 2001 O 

Telephone Number: 202-872-2000 

Date of Inspection: June 9, 2010 

Facility Identification Number: 7000585 

· Facility Location: 38° 53.9'N, 076° 57.3'W 
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EPA Representative: Austin Brett, Environmental Scientist, Contractor, 703-390-0606 

Tank Owner: Potomac Electric Power Company 

Tank Owner Representative: Fariba Mahvi, Lead Engineer, 202-331-6641 

Inspector 

Ms. Austin Brett 



Background 

On June 9, 2010, the United States Environmental Protection Agency (EPA), Region 3, Land 
and Chemicals Division, represented by its contractor, Ms. Austin Brett of Tetra Tech EM, Inc. 
(Tetra Tech), conducted a Compliance Evaluation Inspection (CEI) of the Potomac Electric 
Power Company (Pepco) Benning Road Generating Station located at 3400 Benning Road, NE 
in Washington, DC to determine the extent of compliance with Subtitle I of the Resource 
Conservation and Recovery Act (RCRA). 

Inspection Observations 

Inspection Procedures. Ms. Joanne Cassidy, EPA Region 3 Work Assignment Manager, 
contacted a representative of this facility during the week of May 24, 2010, to schedule the 
inspection of the facility. Ms. Brett conducted the inspection on June 9, 2010. Upon arrival at the 
facility, Ms. Brett provided her credentials to Ms. Fariba Mahvi, Lead Engineer, and explained 
the scope and purpose of the inspection. After completing the inspection, Ms. Brett completed 
the Region 3 Underground Storage Tank (UST) Compliance Checklist, which is included as 
Attachment 1 to this report. 

Tank Descriptions. The Pepco Benning Road Generating Station has two USTs (see table 1 ), 
which store gasoline and diesel fuel. According to the notification to the District of Columbia 
Department of the Environment (DDOE), Tank 1, installed in May 1975, is single-walled 
fiberglass reinforced plastic (FRP) and Tank 2 , installed in June 1991, is double-walled, 
Buffhide steel with fiberglass-reinforced plastic (FRP). According to the DC notification, both 
tanks are 20,000 gallons in capacity and supply fuel to the dispensers via double-walled flexible 
plastic pressurized piping. See the site diagram sketch in Attachment 1 for an overview of the 
facility. Attachment 2 contains site photographs. 

Tank Release Detection. Releases from the tanks are detected by a Veeder Root (VR) TSL-
350R monitoring system that conducts Automatic Tank Gauging (ATG). UST alarms appear on 
the VR system located outside near the tankfield. During the inspection, the VR monitor stated 
that all functions were normal. Attachment 3 contains VR monitor printouts obtained during the 
inspection. A monitor training certification was provided during the site inspection and is 
included in Attachment 4. In addition, documentation from the 2009 annual maintenance 
checklist is included in Attachment 5. This documentation indicates that the VR was functioning 
properly at the time of the maintenance check. Attachment 6 is the FMS Site Compliance 
Report which contains the tank release detection test results from June 2009 to April 2010. The 
monitoring records show that 0.2 gallon per hour (GPH) tank leak detection tests were 
conducted monthly for each of the last 11 months. 

The inspector observed an interstitial monitoring probe near the diesel fill pipe; however Ms. 
Mahvi indicated that it was not connected to the VR system and is therefore inactive. 
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Table 1 
Underground Storage Tank and Piping Details for the 3400 Benning Road, NE Pepco 

Tank No. Material 
Stored 

1 Gasoline 

2 Diesel 

Notes: 

FRP - Fiberglass-reinforced plastic. 
FLEX - Flexible Plastic 
DW - Double-walled 
SW-Single-walled 

B . R d G f St f ennmg oa enera mg aIon 

Capacity Installation 
(gallons) Date 

20,000 May 1975 

20,000 June 1991 

Tank Piping 
Construction Construction 

Material Material 

SWFRP FLEX DW 

DW Steel FLEX DW 
with FRP 

Piping Release Detection. The pressurized piping for both tanks was installed with VR 
electronic automatic line leak detectors (ALLD). The serial numbers of the ALLD were 
unreadable. 

The VR conducts periodic ALLD line leak tests and line tightness tests on each tank. 
Attachment 7 shows the ALLD link leak passed test results since May 20, 2010. The FMS Site 
Compliance Report in Attachment 6 shows the passing test results for line tightness testing. 

Releases from the pressurized piping are detected by liquid sensors located in the manway 
access sumps and dispenser sumps. The sump sensors are connected to the VR monitoring 
system. The liquid sensors could not be tested during the inspection because the sumps were 
too deep to access. 

Spill/Overfill Prevention. The inspector observed an overfill cutoff valve in the original fill pipe 
for both tanks. According to Ms. Mahvi, the new fill pipes were installed to meet DC's spill 
bucket requirements. The new fill pipes connect underground to the original fill where the 
overfill cutoff valve is located. See the site diagram sketch in Attachment 1 for the location of 
the fill pipe and existing fill pipe. The inspector also observed a spill bucket surrounding each fill 
pipe. In addition, the tanks are equipped with a high-level alarm adjacent to, and in sight of, the 
fill area. The alarm sounded when tested; however, the sound was difficult to hear over basic 
background noise. 

Cathodic Protection. The DDOE facility notification indicates that all tanks at the facility are 
either single-walled FRP or double-walled steel with FRP tanks. The EPA inspector observed 
the transfer piping for all tanks entering the ground to be double-walled, flexible, plastic piping. 

Financial Assurance. The facility is insured through Associated Electric & Gas insurance 
Services Limited (Policy Number X2660A1A09). 
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Used Oil. The facility does not accumulate used oil on site. 

Other USTs. The inspector did not observe any other USTs at the facility. 

Attachments 

1. Region 3 UST Compliance Checklist 
2. Photo Log 
3. Veeder-Root Monitor Printouts 
4. Veeder-Root Monitor Training Certificate 
5. 2009 Annual Maintenance Checklist 
6. FMS Site Compliance Report 
7. Veeder-Root Line Leak Test Results 
8. Proof of Financial Assurance 
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Attachment 1: 
Region 3 UST Compliance Checklist 



0005&5 

Tank resentl in use (circle) 

If not, date last used 

1f emptied, verify 1" or less of product in 
tank 

Month and Year Tank Installed 

Material of Construction tanld i e 

allons 

Manual Tanlc Gauging (tanks under 1,000 
al.) 

Manual Tank Gauging and Tank Tightness 
Testin (tanks under 2,000 al.) 

Tank Tightness Testing and Inventory 
Control 

Automatic Tank Gau in 

Vapor, Groundwater or Interstitial 
Monitorin 

Check Pressurized (P) or Suction (S) 
Pi in for each tank 

Automatic Line Leak Detectors, and check one 

Va or or Groundwater Monitorin 

Seconda1 Containment with Monitorin 

? 

Line Ti htness Testin v ~ 

Tank3 Tank4 

I . A:U::'.'.>t::i V\._ B ( e+- certify that I have inspected the above named facility on&/ ':t //CJ 
· (print name) /b, ,1 / A ,,/,2 ~ montblday/year 

Inspector's Signature: ~ 
Date: Cv q, 0 

Facility ID Nmnber 1DCJCJ5'8'5 



Set 1 

Automatic Flow Restrictor 

Automatic Shut-off Device 

Continuous Alarm S stem · 

and 

Set2 

Annual Line Ti htness Testin 

Interstitial Monitorin 

If Interstitial Monitoring, documentation of monthly 
monitorin is available 

Ground-Water or Va or Monitorin 

If Ground-Water or Vapor Monitoring, documentation of 
monthl monitorin · is available 

Secondar Containment with Interstitial Monitorin 

Ground-Water or Va or Monitorin 

in comments section 
No Leak Detection Required 
(must answer es to all of the followin uestions 

Has only one check valve, which is located directly under 

Slope ofpjping allows product to drain back into tank 
when suction released 

_ Comments: Di t>~e l ~Jg V&, 'PL N $ J8 OqtY--q 5~ 

Tank3 Tank4 

Inspector's Signature: Date: 



Site Sketch/Photo Log 

(BJ 

l\6 
~ 

-:r-: 



Automatic Tank Gauging 

Device documentation is available at site (e.g., manufacturer's 
brochures, owner's manual . 

Device can measure height of product to nearest one-eighth of an 
inch. 

Documentation shows that water in bottom of tank is checked 
monthl to nearest one-ei hth of an inch. 
Documentation is available that the A TG was in test mode a 
minimum of once a month. 

Checked for resence of au e in tanks. 
Checked for presence of monitoring box and evidence that device is 
working (i.e., device is equipped with roll of paper for results 
documentation . 
Owner/operator has documentation on file verifying method meets 
minimum performance standards of .20 gph with probabiHty of 
detection of 95% and probability of false alarm of 5% for automatic 
tank gauging (e.g., results sheets under EPA1s "Standard Test 
Procedures for Evaluatin Leak Detection Methods11 

• 

Checked documentation that system was installed, calibrated, and 
maintained accordin to manufacturer's instructions. 

Monthl testin records are available for the ast 12 months. 
Daily monitoring records are available for the past 12 months (if 
a )licable . N / A 

§>G 

Comments: tV\\'f(-":>t--,h'tl(. p[Obe, h-i..-l!!(P J 'bvt-- rttJf- {!tJnJ/lf9{Jf.-.a £~ 

10,nL"--. Lfut bd&-1-eeh'oJ,-\_ av0t.Utt-b1e fer a tL V"Vltrn/-1,,t ) 

Inspector's Signature: Date:_ 

No G 

No G 

No G 

No G 

No G 

No G 

No G 

No G 

No G 

No G 



What device is used to prevent tank from being 
overfilled? 

Ball float valve 

Butter.fl valve (in fill i e 

Automatic alarm monitorin is used 

Other alarm 
system 

Spill/Overfill Prevention 

Tank2 

YesGNoG Yes GNo G 

tili G No G Yes GNoG 
"·~····-· 
¥.e~,GNo G YesGNoG 

YesGNoG YesGNoG 

Yes GNo G Yes G No G 

Yes GNo G Yes GNo G 

YesGNo G Yes GNo G 

YesGNoG YesGNoG 

~ remo t-e fl-i l\ cor1-"+-o-t1 v1. 5 rz-,1.e .P toq::,pec vet( v t:., -
DOES THE FACILITY HA VE A FINANCIAL ASSURANCE MECHANISM? YES v'NO _ (PROVIDE 
COMMENTS AS TO COMPLIANCE STATUS FOR 40 C.F.R. PART 280 SUBPART H.) 

Test results show a negative voltage of at least 
0.85 Volts (using the tank and a copper/copper 
sulfate cell)? 
The last two test results are available. (Tests are 
required every three years.) 

Rectifier is on 24 hours a da ? 
The last two test results are available? (Tests are 
re uired ever 60 da s. 
Test results show a negative voltage of at least 
0.85 Volts (using the tank and a copper/copper 
sulfate cell ? 

YesGNoG 

Yes GNo G 

Yes GNo G 

Yes GNo G 

Yes GNo G 

Comments: _______________ - __ _ 

Inspector's Signature: 

Yes GNo G Yes GNo G Yes G No G 

Yes GNo G YesGNoG YcsGNoG 

Yes GNo G YesGNoG YesGNoG 

Yes GNo G Yes GNo G Yes GNo G 

Yes GNo G Yes GNo G YesGNoG 

Date: 



Date of last tank ti htness test. 
Did tank pass test? Indicate yes or no. If no, 
specify in comments section below the status of the· 
tank or what actions have been taken ( e.g., has state 
been notified?) 
Documentation of deliveries and sales balances with · 
daily measurements ofliquid volume in tank are 
maintained and available. 
Overages or shortages are less than 1 % + 130 gals 
of tank's flow-throu h volume. 
If no, which months were not? 

Tank 1 Tank2 

Owner/operator can explain inventory control methods and figures used and 
recorded. 
Records include monthl water monitoring. 

Tank invento reconciled before and after fuel delive 
Books are reconciled monthl . 
A ro riate calibration chart is used for calculatin volume. 

The dro tube in the fill i e extends to within one foot of tank bottom. 

The dipstick is marked legibly & the product level can be detemlined to the nearest 
I/8th inch. 
The tank has been tested within the year & has passed the tightness test (if 
necessary). 

are maintained and available for the ast 12 months. 

Tank3 Tank4 

YesG NoG 

Yes G NoG 

YesG NoG 
Yes G NoG 
YesG NoG 

Yes G NoG 

Yes G NoG 
·--

Yes G NoG 
Yes G NoG. 

Yes G NoG 
Yes G NoG 

YesG NoG 

Yes G NoG 
YesG NoG 
Yes G NoG 

·-· 

Comments:------------------------------------

Inspector's Signatme: Date: 



Vapor Monitoring 

Name of monitoring device: _______________ _ 

Date system installed _____ _ Number of monitoring wells __________ _ 

Distance of monitoring well(s) from tank(s) (l) ___ _ (2) __ _ (3) --- (4) __ 

Site assessment was conducted by: ____________ _ 

Location of site assessment documentation: 

Well is constructed so that monitoring device is not rendered 
ino erative by moisture or other interferences. 
Well is free of debris or has other indications that it has been recently 
checked. 

E ui ment used to take readin s is accessible and functional. 

Porous material was used for backfill. 

Wells are laced within the excavation zone. 

Level of background contamination is known. 
If so -- what is level? 

Tank 1 Tank 2 Tank 3 Tank 4 

Yes G NoG 

YesG NoG 

YesG NoG 

Yes G NoG 

Yes G NoG 

YesG NoG 

Comments: --------------------------------------

Inspector's Signature: Date: 



Manual Tank Gauging 

Manual tank gauging may be used as the sole method of leak detection only for tanks of 1,000 gal. or fewer or in 
combination with tank tightness testing for tanks of up to 2,000 gal. 

Please indicate the number of the tank or tanks for which manual tank gauging is used as the main leak detection 
method (e.g., tanks 1 & 4): ________ _ 

Records show liquid level measurements are taken at beginning and 
end of period of at least ([Circle one] 36, 44, 58) hours during 
which no li uid is added to or removed from the tank. 
Level measurements are based on average of two consecutive stick 
readin s at both be i.nnin and end of eriod. 
Monthly average of variation between beginning and end 
measurements is less than standard shown below for corresponding 
size and dimensions of tank and waitin time. 
Gauge stick is long enough to reach bottom of the tank. Ends of 

au ·e stick are flat and not wom down. 
Gauge stick is marked legibly and product level can be determined 
to the nearest one-ei hth of an inch. 

MTG is used as sole method ofleak detection for tank. 

MTG is used in con \mction with tank ti htness testin . 

Are all tanks for which MTG is used under 2,000 gallons in 
ca aci ? 

Are monitoring records available for the last 12 month period? 

( ) 110-550 NIA 

( ) 551-1,000* N/A 

( ) 1,000* 64" diameter x 73" 
length 

( ) l,000* 48" diameter x 
l.28" length 

Yes G No G 

Yes G No G 

Yes G No G 

· Yes G No G 

Yes G No G 

Yes G No G 

Yes G No G 

Yes G No G 

Yes G No G 

5 36 hours 

7 36 hours 

4 44 hours 

6 58 hours 

Comments: . _____________________________ ___c___;__ _____ _ 

Inspector's Signature: Date:_ 



Facility ID Number 

Ground Water Monitoring 

Date System Installed: 

Distance of well from tank(s) (1) ____ _ (2) ___ _ (3) ___ _ (4) ___ _ 

Distance of well from piping ( 1) ____ _ (2) ___ _ (3) __ _ (4) ___ _ 

Site assessment was conducted by: __________________________ _ 

Well is clearly marked and secured to a void 
unauthorized access or tam erin . 

Well was opened and presence of water was 
observed in well at de th of ft. 

Weill Well2 

Hydraulic conductivity of soil between UST system and monitoring wells is not 
less than 0.01 cm/sec. According to: 

Groundwater is not more than 20 feet from ground surface. 

Wells are sealed from the ground surface to top of filter pack. 

Continuous monitoring device or manual bailing method used can detect the 
presence of at least one-eighth of an inch of the product on top of groundwater in 
well. 
Groundwater is monitored: ( ) Manually on a monthly basis. 

() Automatically (continuously or monthly basis [Circle 
one . 

Check the following if groundwater is monitored manually: Bailer used is 
accessible and functional. 
Check the following if groundwater is monitored automatically: Monitoring box 
is o erational. 

Well3 Well4 

Yes G No G 

Yes G No G 

Yes G No G 

Yes G NoG 

Yes G No G 

Yes G No G 

Yes G No G 

Yes G No G 

--

Yes G No G 

Comments: --'-------------------------------------

Inspector's Signature: Date: 



Interstitial Monitoring 

Manufacturer and name of system: 

Date system installed: 

Materials used for secondary barrier: 

Materials used for intemal linii1g: 

System is designed to detect release from any portion of UST system that routinely Yes G No G 
contains roduct. 
Monitoring method is documented as capable of detecting a leak as small as .1 gal./hr. Yes G No G NI A G 
with at least a .95% probability of detection and a probability of false alam1 ofno more 
tlian5%. 

Maintenance and calibration documents and records are available and indicate 
a Jro. riate maintenance rocedures for s stem have been im lemented. 

If monitoring wells are part ofleak detection system, monitoring wells are clearly 
marked and secured to avoid unauthorized access and tam erin . 
Interstitial space is monitored manually on monthly basis (answer the following 

uestion. 

Tank is double-walled 

Tank is fitted with internal bladder to achieve secondary containment (answer 
the followin uestion). 
Bladder is compatible with substance stored and will not deteriorate in the presence of 
that substance. 
Excavation is lined with impervious artificial material to achieve secondary 
containment answer the followin° uestions . 

If secondary barrier is not always above groundwater, secondary barrier and 
monitorin desi s are for use under such conditions. 

Secondary barrier is constructed from artificially constructed material, with 
crmcabilit to substance< 106 cm/sec. 

Secondary barrier is compatible with the regulated substances stored and will not 
dete1iorate in resence of that substance. 

Secondary bani er does not interfere with o era ti on of cathodic rotection s stem. 

Comments: 

YesG 
YesG 

Yes G 
YesG 

YesG 

YesG 

YesG 

YesG 

Yes G 

YesG 

YesG 

YesG 

YesG 

Yes G 

YesG 

NoG NIA G 
NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

NoG NIA G 

------------------------------------

Inspector's Signature: ____________________ _ Date: __ 



Records include monthl water monitorin . 

Tanlc :invento reconciled before and after fuel deliver 

allons. 

· The dro tube in the fill i e extends to within one foot of tank bottom. 

Answer one of the followin three: 

1 Owner can demonstrate consistenc 

b) The end of the au e stick is flat and not wom down .. 

c) The dipstick is legible & the product level can be determined to the nearest 
118th inch. 

OR 

2) Automatic tank au e is used for readin s. 

OR 

A third- a certification of the SIR method is available. 

Monitorin and testing records are maintained and available for the ast 12 months. 

YesG NoG 

YesG NoG 

YesG NoG 

YesG NoG 

YcsG NoG 

YesG NoG 

YesG NoG 

YesG NoG 

YesG NoG 

YcsG NoG 

YesG NoG 

YesG NoG 

YesG NoG 

Comments:--------------------------------------

Inspector's Signature: Date: 





Photo: 1 

Date: June 9, 2010 

Description: View of the 
surface features of Tank 
1. 

Photo: 2 

Date: June 9, 2010 

Description: View of the 
sump for Tank 1. 



Photo: 3 

Date: June 9, 2010 

Description: View of the 
original fill pipe for Tank 
1. I 

Photo: 4 

Date: June 9, 2010 

Description: View of the 
overfill alarm located 
adjacent to the tank field. 

) 
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Attachment 3: 
Veeder-Root Monitor Printouts 



261240 PHI Banning 
3400 Benning Road 
l,,lASH I NGTON DC 
SITE BENNING 

JUN 9. 2010 11:53 AM 

I N\J'ElmWY F:EPOHT 

T 1 :DIESEL 
VOLUME 
ULLAGE 
9Cl% ULLA(;E= 
TC VOLUME= 
HEIGHT 
STK HEIGHT"" 
t.,lATER VOL 
t,~ATER 
TEMP 

15!':;:3~~ GALS 
4444 GALS 
2446 GALS 

15449 GALS 
91 .0:3 INCHE3 
'30. 'i'8 l NCHES 

0 GALS 
0. 00 I !··!CHES 
71. 9 DEG F 

T 2:UNLEADED 
VOLUME 
ULLAGE 

8980 GAU:, 
10996 GALS 
8998 GPiLS 
8939 GALS 

155.01 I NCHE~?: 
!:,5 • '76 I NC!HES 

0 GAU3 

90% ULLAGE= 
TC VOLUME= 
HEIGHT 
STK HEIGHT'­
l,JATER VOL 
t.JATER 
TEMP 

O.DO INCHES 
66.6 DEG F 

261240 PHI Benning 
3400 Benning Road 
l.•,JASHI NGTON DC 
SlTE BENNING 

.JUN 9, '2010 11 : 55 hM 

LIOUID f:'.:TATLIS 

JUN 9. 2010 11:55 AM 

L 1 :DIESEL STP SUMP 
SEl·~SOR NORMAL 

L 2: UNLEADED t3TP SUMP 
SENSOR NORMAL 

261240 PHI Benning 
3400 Benning Road 
liJASHI NGTON DC 
SITE BEl'-INI NG 

JUN 9, 2010 11:54 AM 

CSLD TEST RESULTS 

JUN 9, 2010 11 :54 AM 

T 1 :DIESEL 
PROBE 8ERlhL NLIM 319111 

0 . 2 GAL· HR TEST 
PER: JUN 9 .. 2010 PASS 

T 2: UNLEADED 
PROBE SERIAL NUM 747888 

0 . 2 GAL-· HR TEf-:lT 
PER: JUN 9~ 2010 PASS 

261240 PHI Benning 
3400 Benni~g Road 
l,Jf-¾BH I NGTON DC 
SITE BENl·H NG 

JUN 9, 2010 11 :53 HM 

LEAK TEST F:EPORT 

T 1 :DISSEL 
PF-:9BE t3EH I AL MUM ::J l '3111 

MOST -RECENT AVEF:AGED 
TEST STARTll'K, TIME: 
APR 16. 2010 11:47 PM 

A\/G LENGTH 2. 0 HRS 
AVG VOLUME = 1524 ;:: • 3 GAL 

AVG LEhK TEST RE:'3ULTS 
0.20 GAL/HR TEST PASS 

261240 PHI Benning 
3400 Bennlng Road 
1;.JASH I NGTON DC: 
SITE BENNil'IG 

JUN 9 .• 201D 11 : 5:3 f;M 

LEAK TEE;T REPORT 

T 2:UNLEADED 
PROBE SERIAL NLIM '747888 

MOST RECENT A'•}ERf;CED 
TEST START Ii'IG T1 ME : 
APR 16, 2010 11 :47 PM 

A\lG LENGTH 2 .. 0 HRB 
AVG VOLUME = 1 5'706. :3 Gi1L 

AI./G LEAK TEST RESULTS 
0,20 GAL/HR TE.3T PASS 



Attachment 4: 
Veeder-Root Monitor Training Certificate 



05/21/2009 21;44 FAX 410 495 7888 

. Diploma 
KG PETROLEUM 

Tech.n.i
1
cal Traini~g_.

1 
Certification 

~eJ<iU/<Xl-4?.- o//~().~·0&-~&.0,1,-2,. . 
This certificate ls Issued in recognition _that 

Keit·h Ew Griffin 
Te'Chnician. #A24421 

~as satisfactorily completed 

@001 

Pagel of_l 

Veeder-Root Startup & Service "technician (Level 4) 
IP 

TLs.:.3:xx UST Monitoring systems 
\lnCl!llSln9 SGta:lndlOJY Canl"11lmgnl Y~QUllm Sehlllng -CA onl~) 

Cale of lswe 
. . . 

·· ·t,~ VEEDER-ROOT 
11/9/2010 

i:xplraDon Cla1e 

http://wise.gilbarco.com/I-Iome/Certin·cateShow .p~p?id-= B9EBEF92-CA8F-44A8.869Bw3 7... 11/9/2008 



Attachment 5: 
2009 Annual Maintenance Checklist 



PEPCO HOLO[NGS INC VEHICLE RE~OUijCE IVIANAGEMENT 
FUEL FACILITY PREVENTATIVe MAINT~NANCE CHECKLIST 

INSTRUCTIONS FOR 
CONTRACT TECHNICIANS SERVICING FUEL ISLAN.D FACILITIES 

1) Inform Vehicle Resource Management (VRM) contact (see attached contact list) prior to arrival a.ml notify on-si!e con.tact of 
your arrival at the facility. Explain number of personnel on-site and outline work plan for the day. 

2) Ask the on-site coritact. for a con!raotor pass for each contractor employee on-site. 

3) lnfonn lhe on-site contact ff there Is scheduled testing of the Veeder Root silenl and audible alarm.s . 

. ·~. ' 

4)' All OSHA and PHI safety rules & guidelines are to be followed. Personal Protective Equipment is tow.om. Appropriate fire 
extinguisher must be available within 20 feet ofwoTk in progress. 

5} If the fuel island dispensers are to b.e Out of Service ·or the driveway area block,ed Inform !he on-site cqntact first. 

6) Defee.ts I problem~ found during the site work needing prompt attention are to be reported. Call Ed Alken @ 3O2-464-4Q71 
or Andy Ross @ 302-454-4512 and nollfy the on-site contact. Complete repairs if possible whDe on-site. 

7) Defects I problems found not requiring prompt attention are to be noted on the checklist with recommendations for resolution. 

8} lnfo1111 Veeder Root of activiUes involving lfl!l Veed,er Root systems before starting and when COIT)pleted. 

9} When leaving the site for any reason please infom'I the on-site contact and provide your estimated time of return. 

10) Submit one signed copy of all inspection checklists to VRM Administration (Ed Aiken) along With Invoice. Provide copy of 
appropriate Veeder Root printouts collected during PM work. 

PLACE X IN BOX 

,~Y;;( 

DONE m-
DONE 

m--

DONE 
DZ} 

DONE. 

DZf 

DONE rn-

2009 PM Annual Checkllst.xls .. 1 of 10 Last re~ised : July 24, 4009 



. . 
PEPCO HOLDINGS INC VEHICLE RESOURCE MANAG~.MENT 
FUEL FACILITY PREVENTATIVE MAINTENANCE CHE.CKLIST 

s1Te NAMe:_.c:B:.....~;......;;...l"\, __ (_&5-+--------· oAre: _i~,-/J_t:,-/_o~~~-
veeoeR ROOT sire 10# _ _____,_.g.fp....,_ ..... I"""'. ;l..,...:J_Q ______ _ 

FUEL FORCE SITE rD# _..,.---------------
SERVICE COMPANY K -tb ~b, ........ Tl;CHNICIAN K4fb__ b~~"'\. 

1 INSPECTION OF. PROriUCT DISPENSERS / PUMPS 

1.1 Inspect hose retrievers for l3;~j.P or broken. cables. Verify proper operation. 
Inspected & Maintained: OK ONote comments/observations below. 

· Comments/Service Performed: 

1.2 Inspect each hose for leaKs~e and excessive wear. · 
Inspected & Maintained: ~OK 0Note comments/observations below, 

Comments/Service Performed: • f'. ·
8

,.. ~ ~ tJ) J"f } A <: ~ . t¥~ ~rn, !2 ---f!k.• ClrO..X'rQJ. . ~!., OVL ~ - ~ 

1.3 Inspect nozzles for wear or damage, leaks, loose nozzle spouts, missing parts, splash guards. 
. Inspected & Maintained: rnc,K ONote comments/observations below. · 

· Comments/Service Performed: 

1.4 Inspect vapor recovery boo~ws (if Stage II equipped) for proper. seal and damage. 
Inspected & Maintained; e:'.)OK 0Note comments/observations below. 

Comments/Service Performed: 

1.5 lnspe~t breakaways, couplil~;,md swivels for leaks, cracks, or wear. 
Inspected & Maintained: t{J0K 0Note comments/observations below. 

Comments/Service Performed: 

1.6 . Inspect dispenser electronic displays for operation an~ panel lighting (if equipped}. NJ Jt Inspected & Maintained: OoK ONote comments/observations below. · 

Comments/Service Performed: 

1.7 
Remove covers and inspect all fuel fittings, meters, valves and seals for leaks. • Repair and test as 
needed. · ··.. •· · · · · 

Inspected & rv'laintain~d:@'6K • ONote comments/observations below. 

Comments/Service Performed: 
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1,8 

PEPCO HOLDINGS INC VEHICLE RESOURCE MANAGEMENT 
FUEL FACILITY PREVENTATIVE MAINTENANCE CHECKLIST 

Replace fuel filters & remov~ect & clean pn;,duc;t strainers at each dispenser (note date on filter). 
Inspected & Maintained: t{JOK 0Note comments/observations below. 

Comments/Service Performed: 

1.9 Inspect, test and lubricate s~alves. Provide documentation of_test proce~_ur€/ and results. 
Inspected & Maintained: V!".jOK 0Note comments/observations below. _ 

Comments/Service Performed: 

1.10 
Inspect dispenser mechanical displays for operation and panel lighting {if equipped). Lubricate moving 
parts. 

Inspected & Maintained: [S2{oK 0Note comments/observations below. 

Comments/Service Performed: 

f
'A For dispense.rs with pumps {NJ only): Inspect pump pulleys for excessive wea.r and excessive bearing 

tJ {'v 
1

·
11 play. Inspect bells for fraying/cracks. 

Inspected & Maintained: OoK 0Note comments/ol;lservations below. 

Comments/Service Performed: 

1.12 Lubr!cate dispenser cover l~linders with graphite lubricant. 
Inspected & Maintained: ~OK 0Note comments/observations below, 

Comments/Service Performed: 

1.1~ 
Clean dispenser with automobile cleanina products. Do not wash with hose. Do not use ammonia 
products on electronic displ~lean plastic with water and mild detergent. 

Inspected & Maintained: (YloK 0Note comments/observations below. 

Comments/Service Performed: 

1.14 

DE UST regulations Part B, sections 2.~2.2.1 

Inspect dispenser sumps (if present} for integrity. Clean and remove any debris and product or water, 
Note quantity of product/waMmoved and location. Containerize product for disposal. 

Inspected & Maintained: OK 0Note comments/observations below. 

Comments/Service Performed: 
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PEPCO HOLDINGS INC VEHICLE RESOURCE MANAGEMENT 
FUEL FACILITY PREVENTATIVE MAINTENANCE CHECKLIST 

2 INSPECTION OF VEEDER~ROOT TLS350/350R SYSTEM 

2.1 

2.2 

2.3 

2.4 

2.5 

2.6 

2.7 

DE UST regulations Part B, sections 2.9.4.4.1 and 2.9.5.1.5.1 

Check console prtnter for op~~ & sufficient thermal paper. Repair/ replace as needed. 
Inspected & Maintained: IBoK 0Note comments/observations below, 

Comments/Service Performed: 

Print out the TLS inventories & verify with actual. Inventories (report results to Ve.e_derroot for 
correction) ...../ · 

Inspected & Maintained: ~OK 0Note comments/observations below. 

Comments/Service•Performed: 

DE UST regulations Part B, sections 2.9.4.4.2 and 2.9.5.1;5.2 

Print out and check TLS set ~lues and verify that current time/day is correct. 
Inspected & Ma.intained: IJLI0K ONote comments/observations below. 

Comments/Service Performed: 

DE UST regulations Part B, sections 2.9.4.4.2 and 2.9.5.1.5.2 

Verify TLS has proper high gwarning (1.5") and atarm (2") levels set. 
Inspected & Maintained: OK 0Note comments/observations below. 

Comments/Seivice Performed: 

DE UST regulations Part B, sections 2.9.4.4.2 and 2.9.5.1.5.2 

Verify TLS battery back up i~ng;. Note if no battery backup is present. 

Inspected & Maintained: ~OK ONote comments/observations below. 

Comments/Service Perfonned: 

DE UST regulations Part B, sections 2.9.4.4.3-4 and 2.9.5.1.5.3-4 

Test console to verify power, warning & alarm Indicators lights are working & au<;tibl.e/visual 
remote alarm functions as in~d. 

Inspected & Maintained: ~OK ONote comments/observati.ons below. 

Comments/Service Performed: . 

DE UST regulations Part B, sections 2:9.4.4,6 and 2.9.5.1.5.6 

Inspection of all cables that are visible for cracking or swelling. Verify epoxy packs on field 
wiring are In serviceable condition. . . 

Inspected & Maintained~ G:JoK ONote comments/opservatlons below. 

Comments/Service Performed: 
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2.8 

2.10 

2.11 

PEPCO HOLDINGS INC VEHICLE RESOURCE MANAGeMENT 
FUEL .FACILITY PREVENTATNE MAINTENANCE CHECKLIST 

DE UST regulations Part B, sections 2.9.5.1.5.5 and 2.28 

Remove and test magnetostrictive probes and all sump sensors in accordance with 
manufacture.r's specifi~tion~fy that probes and s_ensors are functioning as intem,ed. 

Inspected & Maintained: 'MoK 0Note comme.ntsfobservatior,s below. 

Comments/Service Performed: 

DE UST regulations Part B, section 2.2!¼ 

Inspect interstitial sensors in acc.ordance with manufacturer's specifications. Verify that 
sensors are functioning as intended. 

Inspected & t,Jlaintained: OoK 0Note comments/observations below. 

Comments/Service Performed: 

DE UST regulations Part B, section 2.20.1.4 

Perform 3 gph function test (@1 Opsi for one hour) on automatlp line leak detectors in 
a~cord~nce with manufactur~;est protocols, · 

Inspected & Maintained: ~OK 0Note comments/observations below. 

Comments/Service Performed: 

_ Verify sump sensors are fnst!!!;,9 correctly (within 1" of sump bottom). 
Inspected & Maintained: MOK ONote comments/observations below. 

Comments/Service Perf9nned; 
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PEPCO HOLDINGS INC VEHICL.E RESOURCE MANAGEM.ENT 
FUEL FACILITY PREVENTATIVE MAINTENANC.E; CHECKLIST . 

3 Inspection of Mulfiforce Fuel Management System 

3.1 Verify condition & proper o~on of fuel island terminal key pad & display (in~luding display heater). 
tnspected & Maintained: ~OK 0Note comments/observations below. 

· · Comments/Service Perfonned: 

Verify condition of fuel isla~minal enclosure lock, door seal, sun screen ~ remove any foreign d![!Qrls. 
Inspected & Maintained: b,l)0K ONote comments/observations below. . 

3.2 

Comments/Service Performed: 

. 3.3 Verify Fuel Force program ~ning - green light on reset module is flashing 
· . Jrispected & Maintained: ~OK 0Note comments/observations below. 

Comments/Service Performed: 

Verify RED, GREEN and YELLOW indicator lights on 4-hose board are "on" when dispenser hook switch is 
activated. _J . 

Inspected & Maintained: r2JoK 0Note comments/observations below. 
3.4 

Co111ments/Service Performed: 

3.5 

Check operation of Fuel Force internal heaters {if present} and temperature control. N~t~ presence or 
absence of cabinet heaters ~or internal light bulbs. 

· r~spected & Maintained: ~OK ~ote comments/observations qelow. 

Comments/Service Performed: 
:- .... ~_;; ··••' . t. ~ ... ••• .. 

3.6 • Check operation of Fuel Force terminal cooling fan, clean or replace fan air filter 
Inspected & Maintained: ~K 0Note commentstobservations below. · 

Comments/Service Performed: 

3.7 

Verify the Fuel Force console bac~_µp. power supply (UPS} is in working condition (if present). If no backup 
p_ower supply is present ple~te in comments below. 

lnspe~ed & Maintained: l.YI0K ONole ~mments/observations below. · 

Comments/Service Performed: 

Verify key activated By-Pa~m ls functional •. Lubricate By-Pass key lqck cylinder and door lock. 
Inspected & Maintained: tyfoK ONote com_ments/observations below. · 

3.6 

Comments/Service Performed; 
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PEPCO HOLDINGS INC Vl;HICLE RESOURCE MANAGEMENT 
FUEL FACILITY PREVENTATIVE MAINTENANCl:-CHECKLIST 

4 Inspection of Ancillary Equipment 
DE UST regulations Part B, sections 2.32.2.2 

Remove tank sump covers. Remove any debris and visually inspect sump. Is sump cover missing any hold 
4.1 down hardware? Is gasket Intact and pliable? Remove and dispose of any water ln sump. Remov_e and 

containerize any product found. Note quantity and location of waterlproduct remove in comments. 

Inspected & Maintained: OoK ~ote comments/observations below. 

Comments/Service Performed: 7 kL eJl"veJ° c&t: 
DE UST 

Inspect ail tank ae<;:ess ports to make sure that all covers, caps and adaptors are tightly sealed. Inspect 
· 

4
·
2 

electrical wiring and conne~ for excessive corrosion. Note in comments any observations. 

Inspected & Maintained: IY'.]OK 0Note comments/observations below. 

Comments/Service Performed: 

DE UST regulations Part 8, sections 2.32.2.4 

Verify integrity of all overfill spill containers. Remove any water/product present. Containerize product for 
4.3 disposal. Note location and amount of product removed in comments. Are the caps/adaptors tight? ls there 

a lock on fill cap? Is tank Mty and product clearly defined? 

inspected & Maintained: OK 0Note comments/observations below. 

CommentstSeivice Performed; 

4.4 
Repaint all fill and vapor recoveJY _covers with color coding per API 1637. Inspect gaskets and replace as 
needed. ··} _/" 

Inspected & Maintained: [jqK ~Note comments/observations below. 

Comments/Service Performed: 

Inspect all fuel island overhead and dispenser lighting for proper operation. Note overhead lighting 4
-
5 

deficiencres. Repair dispenser ligh~ needed. · 

Inspected ~ Maintained: OoK ~Note comments/observations belQw. 

Comments/Service Perfonned: I"\ • \ O l 1 1 ~ L ' 
. _ VVV... eve.r~OI... t) "Vl.""" ~<>I: We1l'-.l~\ 

4.6 Test fuel island Emergency~ (E-Stop) for proper operation (repair as needecj) 
Inspected & Maintained: MOK 0Note commentsfobservations below. 

Comments/Service Performed: 

4.7 
Confirm appropriate fire extlnguishers (size and type) are present & inspection is current. Report any 
deficiencies in comments. 

lnspe~ed & Maintained: OoK filNote commen~/observations below. 
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4.8 

PEPCO .HOLDINGS INC VEHICLE RESOURCE MANAGEMENT 
FUEL FACILITY PREVENTATIVE MAINTENANCE CHECKLIST . . . . . . 

Perform.. inventory check of!e!!Y'it in plastic drum. Note any deficiencies. 
Inspected & Maintained: lYfoKONote comments/observations below. 

Comments/Service Performed: 

Check tank water_Jev~ls. P~ut and containerize water if qu~ntity meets or exceeds regulatory llmils. 
Inspected & Maintained: ~OK D Note comments/observations below. . · . 

4.9 

ComnientsfService Perfonned: 

Verify appropriate signage. Is the API color coding sign mounted? Is there a sign for the tank overfill alarm? 4
·
10 

Note any deficiencies in comments;._/' • · 

Inspected & Maintained: OoK ~Note comments/observations below. 

Comments/Service Performed: No Sc~t.\. fa-r ~~ ove-c-PL,lf ~)A..rCA..- • lv<.t& &.le..St-l ~;51ite..5'-

4.11 
VisuaUy inspect aboveground vent caps. Is pressure/vacuum valve in use for Qilsoline vent? Is open vent in 
use for diesel vent? .-/ 

ln~pected & Maintained: lY!OK D Note comments/observations below. 

Comments/Service Performed: 

Inspect Kiosk if clean of debris. Is lighting and heating functional? Evidence of water damage? Ch.eek 
"I /,\4.12 '"/ rr roofing and drains for problems. Note any other observations or needed repairs. 

Inspected & Maintained: OoK 0Note comments/observ~tions below. 

Comments/Service Performed: 

4.1S Inspect curb isfa~ds and pipe bolla~emove surface rust and repaint as needed. 

Inspected & Maintained: OoK LY'.JNote commentsfobservatlons below .. 

c~mments/Service Performed: -~ be.-. pk~ <:;\,;,\-- l~..\i..c ~-k,_ 

4.14 Use blower to sweep debri~curb islands and concrete slab-on-grade. · · 

Inspected & Maintainlald: b:joK QNote commentslobservatlons below. 

·comments/Service.Performed: 

4.15 

N/A 
· if canopy Is present inspect roofing and clear roof drains of any debris. 

Inspected & Maintained: OoK 0Note comments/observations below. 

Comments/Service Performed: 
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261240 PHI Benr,i ng 
3400 Benninsi Road 
WASHINGTON DC 
SITE BENNING 

AUG 26. 2009 11:18 AM 

SYSTEM ·sTAius·~SEPORT 

- ;LL FUNC;ION~)~R~AL -

PRESSURE LINE LEAK ALf\RM 
Q 1 :DIESEL 
!>LLD SHUTDOWN ALARM 
AUG 26, 2009 11:06 AM 

----- SENSOR ALARM----­
L i :DIESEL STP SUMP 
STP SUMP 
FUEL ALARM 
AUG 26. 2009 11 :06 AM 

PRESSURE LINE LEAK ALARM 
Q 2:UNLEADED 

'PLLD SHUTDOWN ALARM 
AUG 26, 2009 11 :os AM 

----- SENSOR ALARM •,:,-----
1 2: UNLEADED STP SLiHI> 
STP SUMP 

' FUEL ALARM 
AUG 26. 2009 11:os Al1 

\ i 

i 

IN-TANK SETUP - - - - ~ ~ - - - - - -
T 1:DJESEL 
PRODUCT CODE 
THERMAL COEFF 
TANK DIAMETER 
TANK PROFILE 

FULL VOL 
METER DATA 
ENP FACTOR: 

: 1 
: .000450 

126.00 
: . 1 PT 
: 20079 
: YES 

NONE 
CAL UPDATE: NEVER 

FLOAT SIZE: 4,0 IN. 

WATER WARNING : 1.5 
HIGH WATER LIMIT: 2.0 

MAX OR LABEL 1/0L·: 19976 
OVERFILL LIMIT 89¾ 

17778 
HIGH PRODUCT 94% 

1 B777 
DELIVERY LIMIT 39¼ 

7990 
. i 

i. LOW PRODUCT : 7500 
LEAK ALARM LIMIT: 10 

' SUDDEN LOSS LIMIT: 25 
TANK TILT - 0.25 
PROBE OFFSET 0,00 

SIPHON l~ANIFOLDED TANKS 
T#: NONE 

: ! L l NE MAN I FOLDED TANKS 
· ; Ttl: NONE h .. ,., . .. 
'f 

'I ; i 

' ., 
I 

LEAK MIN PERIODIC: 

LEAK MIN ANNUAL 

39% 
7990 

97% 
19576 

PERIODIC TEST TYPE 
STANDA~D 

ANNUAL TEST FAIL 
ALARM DISABLED 

PERIODIC TEST FAIL 
ALARM ENABLED 

GROSS TEST FAIL 
ALARM ENABLED 

ANN TEST AVERAGING: OFF 
PER TEST AVERAGING: ON 

TANK TEST NOT l FY: OFF 

TNK TST SIPHON BREAK:OFF 

·.! 

r·2:UNLEADED 
PRODUCT CODE 
THERMAL COEFF 
TANK DIAMETER 
TANK PROFILE 

FULL VOL 
METER DATA 
END FACTOR: 

: 2 
:.000692 

119. 50 
t PT 

19976 
YES 

NONE 
CAL UPDATE : . NEVER 

FLOAT SIZE: 4.0 IN. 

WATER WARNING : 1.5 
~lGH WATER LIMIT: 2.0 

MAX OR LABEL VOL: 1S976 
OVERFfLL LIMIT 89% 

17778 
HIGH PRODUCT 94% 

18777 
DELIVERY LIMIT 40% . 

·7990 

LOW PRODUCT : 7500 
LEAK ALARM LIMIT: 10 
SUDDEN LOSS LIMIT: 25 
TANK TILT 0.75 
PROBE OFFSET 0.00 

SIPHON MANIFOLDED TANKS 
Tit: NONE 
LI NE MANIFOLDED Tf'liNKS 

~Tit: NONE 

LEAK .MIN PERIODIC:'. 40% 
7990 

LEAK MIN ANNUAL·: 98% 
1 '3576 

PERIOD.IC TEST TYPE 
STANDARD 

ANNUAL TEST FAIL 
ALARM D ISA'BLED 

PERIODIC TEST FAlL 
ALARM ENABLED 

GROSS TEST FAIL 
ALARM ENABLED 

ANN TEST AVERAGING; OFF 
PER TEST AVERAGING: ON 

l .: TANK TEST NOTIFY: OFF 

i 
i 

TNK TST SIPHON BREAX:OFF 

DELIVERY DELAY 
STICK OFFSET 
PUMP THRESHOLD 

5 MIN 
1.50 

10. 00"4 -
DELIVERY DELAY 
STICK OFFSET 
PUMP THRESHOLD 

5 MIN 
-· 0,50 

10.00¾ I 
:I 

~1 .... , '•• 

'\ 



261240 PHI Benning 
340• Benntng Road 
l,.,JASHI NGTON I)C 
£, ITE BENl~H NG 

JUN 9, 2010 11:54 AM 

PRESSURE LINE LEAK 
TEST RE:JULTS 

rJ 1 :DIESEL 

:3. 0 GAL/HR RESULTS: 

LAST TEST: 
JUN 9 .. 2010 9: 221-'\M PASS 

NIJl'IBER OF TE~.HS PA~SED 
PRE',,/ 24 HOURS 18 

SINCE t'1 I DN I GHT 11 

0.20 GAL/HR RESUL.TB: 

.JUN 
JUN 
,JUN 

9, 2010 
5, 2010 
:J .• 2010 
1, 2010 

2 : D2AM Pi:,,ss 
10:53AM rnss 

9 : :34AM PASf, 
4: 40AM P{,SS · JUN 

MAY 
MA\' 
MA'l 
MA'l 
MA'i' 
MAY 

30,2010 
30,2\JlD 
28,2010 
28,2010 
26, 2010 
'24,21]10 

11 : 44PM P{~SS 
7:30AM PASS 
5 :4:JPM Pf1SS 
2: :31f:\M PASS 
·g : 35Al'Jl PASS 
1 :52PM PASS 

0, 10 GAL/HR RESULTS: 

MAR 
SEP 
MAR 
SEP 
MAR 
FEE 

12,2010 12:26AM PASB 
10, 200'3 1 : 43AM P?~SS 
10,2009 10:40AM PASS 
5,2008 E,:54hM PASS 
6 .. 20013 · 10: 58AM PASS 

2:3 . 2007 . 5: 15PM PASS 

Q 2 : UNLEf\DED 

3 · 0 Gf~L,·HR RESULTS: 

LAST TEST: 
,.JIJN 9 .• 201D 10: 45AM Pn:38 

NUMBER OF TESTS PASSED 
PREV ,:;4 Hn•uRc:• 21 

SINCE MIDN,IGHT 14 

IJ • 20 G(1L/HR RE8UL TB: 

JUN 
JUN 
.JUN 
JUN 
MAI./ 
MA'~ 
.MAV 
MAV 
MAY 
MAY 

0 .1 [I 

MAR 
SEP 
MAR 
SEP 
MAR 
FEB 

9, 2010 
5 .• 2010 
3., 2010 
1,201 IJ 

30.,2010 
28., 2010 
26 .. 2010 
24,2010 
22 .. 2010 
20 .. 2010 

GAL/HR 

13 .. 2010 
10, 201)'3 
10,2009 

5,21)08 
6,2008 

23,20IJ7 

B: 3:3AM PASS 
1 0 : 1 6AM PASf:i 
5: 47/'.iM PASS 
5: 4'1AM PASS 
6 = :3:]AM · PASS 
5:24AM PASS 
8:34AM PASS· 

10:oohM PASS 
8:14AM PASS 
5:26AM PASS 

R_ESLILTS: 

1:58PM PfiSS 
5:54PM PASS 

11 :2:3AM PASS 
7:0IJPM PASS 

11:45AM P1':.\SS 
11 :34PM P-" .... •C• MQ,._1 



.._ ___ ,,.-

261240 PHI Benn\ng 
I_ 3400 Benr1 i t79- Road 

WASHINGTON DC 
SITE BENNING· 

AUG 26. 20•~:: 11 : 05 AM 
• . .::_:_ 

- PRESSURE 'L rne--:'LEAK 
TEST RESUL -rn:;-. 

Q 1 :DIES'EL 

3.0 GAL/HR RESULTS: 

LAST TEST: 
AUG 26,2009 9:58AM PASS 

NUMBER OF TESTS PASSED 
PREV 24 HOURS : 22 

SINCE MIDNIGHT, 18 

~ l o .. 20 GAL/HR .. REsubs'i 
- ·- f -ALIG --25.2009 i:.dsA~--;~~~ 

I AUG 21 , 2009 1 1 : 58PM PA.'38 _ 
[ AUG 1-9, 2009 4: 47AM PASS 

l' 

AUG 15, 2009. 9: 3DAM P~SS 
AUG 11,20•9-1 •:• BAM PHSS 
AUG 7,2009 9:27AM PASS 

\ AUG 3, 2009 8: 54AM PASS 
JUL 30,2009 9:28AM PASS 
JUL 26, 2009 4: 1 OPM PASS 
JUL 22,2009 7:32AM PASS 

i - O • l°O GAL/HR RESULTS: 

MAR 10,2009 10:40AM PASS 
SEP 5,2008 6:54AM PASS ·.• i MAR 6, 2008 10: 53AM PASS 
FEB 23,2007 5:15PM PASS 

•7••·-

G 2:UNLEADED 

3.0 GAL/HR RESULTS: 

LAST TEST: 
AUG 26,2009 10:57AM PASS 

NUMBER OF TESTS PASSED 
PREV 24 HOURS : 16 

SlNCE MIDNIGHT 6 

0.20 GAL/HR.RESULTS: 

AUG 25,2009 7:12AM PASS 
AUG 19,2009 10:54AM PASS 
AUG 15,2009 11:32PM PASS 
AUG 1 L 2009 5: 55AM PASS -
AUG 7,2009 8:58AM PASS 
AUG 3,2009 '7:01AM PASS 
JUL 30,2009 11:48AM PASS 
JiJL 26, 2009 3: 11 PM PASS 
JUL 22,2009 9:44AM PASS 
JUL 18,2009 4:33PM PASS 

0 . 1 0 GAL/HR RES UL TS : 

MAR 10. 2009 11 : 23AI{ PASS 
• SEP 5, 2008 7: 0OPM PASS 

MAR 6,2008 11:45AM PASS 
FEB 23~ 2007 11 : 34PM PASS 

·261240 PHI Bennin:3 
3400 Benning Road 
WASHINGTON DC 
SITE·_ BENN J NG 

AUG 26. 2009 1 f: 05 AM 

LIGIUID STATUS · 

AUG 26, 2009 11:05 AM 

L 1 :DIESEL STP SUMP 
.SENSOR NORMAL 

L 2:UNLEADED STP·SUMP 
SENSOR NORMAL 

261240 PHI Benning 
3400 Benning, Road 
WASH I NG.'TON DC 
SITE BENNING 

AUG 26, 2009 11:05 AM 

INVENTORY REPORT 

T 1 :DIESEL 
VOLUME 
ULLAGE 
90% ULLAGE= 
TC-VOLUME= 
HEIGHT 
STK HEIGHT= 
WATER VOL 
WATER 
TEMP 

T 2 : UNLEADED 

15365 GALS 
4611 GALS 
2613 GALS 

15209 GALS 
90.11 INCHES 
89. 86 INCHES. 

25 GALS 
1.05 INCHES 
82.5 DEG F 

VOLUME 13727 GALS 
LJLLAGE 6249 GALS 

·; 90% ULLAGE= 4251 GALS 
TC VOLUME= 13538 GALS 
HEIGHT '" 77 .59 !NC:HES 
STK HEIGHT'" 78.34 INCHES 
WATER VOL"' 17 GALS 
WATER 0.76 INCHES 
TEMP 79. 9 DEG F 

261240 PHI Benning 
3400 Benning Road 

• 1 WASHINGTON DC i SITE BENNING 
l 

AUG 26, 2009 11:05 AM 

CSLD TEST RESULTti . •· . -- - - - - - .•. __ . .,,,,;:,..... .... - -·--

AUG 26, 2009 11:05 AM 

T 1 :DIESEL 
PROBE SERIAL NUM 3191.11 

0.2 GAL/HR TEST 
PER:. AUG 26. 2009 PASS 

T 2: UNLEADED 
.PROBE SERIAL NUM '747888 

0.2 GAL/HR TEST 
PER: AUG 26 .. 2009 PASS 

I · i<: * * * * END J<: ~ ;,1;· "' * 

I 



Attachment 6: 
FMS Site Compliance Report 



GVR ID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 04/01/2010 to 04/30/2010 

Site: PHI Service Company VRM # 1 
3400 Benning Rd NE 
Washington, VA 20019 

Report Created: 05/01/2010 10:28 AM 

Tank Release Detection Results 

Tank Product 

2 

DIESEL 

UNLEADED 

Line Release Detection Results 

Line Product 

2 

DIESEL 

UNLEADED 

Test Date 

04/16/2010 

04/l6/2010 

Test Date 

03/12/2010 

03/13/2010 

This report documenl'i, tnnk imd line tesls performed at the above location for the indicated date and period. 

Type 

0.2 GPB Monthly 

0.2 GPH Monthly 

Type 

O.l GPH Annual 

0.1 GPH Annual 

This report a.11d the tests performed are part of the l?Hl Servic.e Company VRM moi1itoring: and reporting program, and 
are intended to satisfy federal EPA UST release detection and record keeping requiremeau. Fuel Logistics Services 
VR101: Page 1 of 1 

Customer: Pffi Service Company VRM 
POBox9239 
Newark, DE 19714 

Full Vol 

76% 

79% 

Result 

Passed 

Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W. Friendly Avenue Greensboro, NC 27420 Telephone: 1-800-997-7725 



GVR ID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 03/01/2010 to 03/31/2010 

Site: · PHI Service Company VRM # 1 
3400 Benning Rd NE 
Washington, VA 20019 

Report Created: 04/29/2010 01:51 PM 

Tank Release Detection Results 

Tank Product Test Date 

DIBSEL 03/31/2010 

2 UNLEADED 03/31/2010 

Line Release Detection Results 

Line Product Test Date 

DIESEL 03/12/2010 

2 UNLEADED 03/13/2010 

1111s report document.stank ilnd line tests perform~d at the above location tor the indicated date and period. 

Type 

0.2 GPH Monthly 

0.2 GPH Monthly 

Type 

0.1 GPHAnnual 

0.1 GPHAnnual 

This rep('.lrt m~d the tests performed are part of the Pm Service Company VRM monitoring and reporting program, und 
are intended to· satisfy federal EPA UST release detection and record keeping requi.remi:nts Fuel Logistics Services · 
VRIOI: Page 1 ofl . . . 

Customer: PHI Service Company VRM 
POBox9239 
Newark, DE 19714 

Full Vol Result 

60% Passed 

50% Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W; Friendly Avenue Greensboro, NC 27420 Telephone: 1-800~997-7725 



GVR ID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 02/01/2010 to 03/01/2010 

Site: PHI Service Company VRM # 1 
3400 Benning Rd NE 
Washington, VA 20019 

Report Created: 03/01/2010 10:50 AM 

Tank Release Detection Results 

Tank Product 

l 
2 

DIESEL 

li'NLEADED 

Line Release Detection Results 

Line Product 

2 

DIESEL 

UNLEADED 

Test Date 

02/28/2010 

02/27/2010 

Test Date 

09/10/2009 

09/10/2009 

Type 

0.2 GPH Monthly 

0.2 GPH Monthly 

Type 

0.1 GPHAnnual 

0.1 GPH Annual 

This report documents tank and line tests performed at tlte above locatiou for the indicated date and period. 
This report :uid tbe tests perforn1ed are part of the PHI Service Company VRM monitoring and reporting progi:an11 and 
are intended to satisfy federal EPA UST re I ease detection and record keeping requirements Fuel Logistics Services 

VRlOl: Page 1 of:2. 

Customer: PHI Service Company VRM 
POBox9239 
Newark, DE 19714 

Full Vol 

58% 

68% 

Result 

Passed 

Passed 

Result 

Passe.<! 

Passed 

Gilbarco Veeder-Root 7300 W. Friendly Avenue Greensboro, NC 27420 Telephone: l-800-997-7725 



GVR ID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 01/01/2010 to 02/01/2010 

Site: PHI Service Company VRM # 1 
3400 Benning Rd NE 
Washington, VA 20019 

Report Created: 03/01/2010 10:53 AM 

Tank Release Detection Results 

Tank Product Test Date 

DIESEL 01/31/2010 

2 UNLEADED 01/31/2010 

Line Release Detection Results 

Line Product Test Date 

DIESEL 09/10/2009 

2 . UNLEADED 09/10/2009 

This report docnmellts ta.Ilk aud line tests peifo1med at the above location for the indicated date and period, 

'fype 

0.2 GPH Monthly 

0.2 GPH Monthly 

Type 

0.1 GPHAnnual 

0.1 GPHArmual 

This report and (he teals performed are pnrt of the PHI Service Company VRM monitoring aud reporting program, and . 
. are intended to satisfy federal EPA UST release detection and record keeping requirements Fuel Logistks Services 
.VRlOl: Page 1 of2 

Customer: PHI Service Company VRM 
POBox9239 
Newark, DE 19714 

Full Vol Result 

56% Passed · 

53% Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W. Friendly Avenue Greensboro, NC 27420 Telephone: l-800-997-7725 



GVR ID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 12/01/2009 to 12/31/2009 

Site: Pm Service Company VRM # 1 
3400 Benning Rd NE 
Washington, VA 20019 

Report Created: 01/01/2010 10:48 AM 

Tank Release Detection Results 

Tank Product Test Date 

DIESEL 12/31/2009 

2 UNLEADED 12/31/2009 

Line Release Detection Results 

Line Product Test Date 

DIESEL 09/10/2009 

2 UNLEADED 09/10/2009 

This report docume~ts tMlk ~ind line rests pertOrmed at the above location for the indicated date and peri~d. 

Type 

0.2 GPH Monthly 

0.2 GPH Monthly 

Type 

0.1 GPH Annual 

0.1 GPHAnnual 

This report and the tests performed are part of the PHI Service Company VRM monitoring n11d reporting program, and 
are intended to sPitisfy federal EPA UST release detection and record keeping·requiremenls Fuel Logistics Services. 
VRlOl: Page 1 oft . 

Customer: Pm Service Company VRM 
PO Box9239 
Newark, DE 19714 

Full Vol Result 

55% Passed 

47% Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W. Friendly Avenue Greensboro, NC 27420 Telephone: 1-800-997:--7725 



GVR ID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 11/0i/2009 to 12/01/1009 

Site: Pm Service Company VRM # 1 
3400 Benning Rd NE 
Washington, VA 20019 

Report Created: 12/01/2009 01_:16 PM 

Tank Release Detection Results 

Tank Product Test Date 

DIESEL 11/29/2009 

2 UNLEADED 11/29/2009 

Line Release Detection Results 

Line Product Test Date 

DIESEL 09/10/2009 

2 UNLEADED 09/10/2009 

This report documents tallk and line re.sis petforme9 at the abqve location for the indicated date and period. 

Type 

0.2 GPH Monthly 

0.2 GPH_Monthly 

Type 

0.1 GPHAnnual 

0.1 GPH Amiual 

Tills report aud the tests perfonne<l are part of the PHI Setvice Company VRM monitoring and reporting program, and 
are intended to satisfy federal EPA UST reJease detection aad record keeping requireII1ents Fuel Logistics Services 
VRlOl: Page 1 of 2 · 

Customer: PID Service Company VRM 
PO Box9239 
Newark, DE 19714 

Full Vol Result 

62% Passed 

60% Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W. Friendly Avenne Greensboro, NC 27420 Telephone: 1-800.:..997----:7725 



GVR ID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 10/01/2009 to 10/31/2009 

Site: PHI Service Company VRM # 1 
3400 Benning Rd NE 
Washington, VA 20019 

Report Created: 11/01/2009 10:27 AM 

Tank Release Detection Results 

Tank Product Test Date 

DIESEL 10/30/2009 

2 UNLEADED 10/30/2009 

Line Release Detection Results 

Line Product Test Date 

DIESEL 09/l0/2009 

2 UNLEADED 09/10/2009 

TI,is report documents tank aud line tests performed at the above location for lhe indicated date and period. 

Type 

0.2 GPH Monthly 

0.2 GPH Monthly 

Type 

0. I GPH Annual 

0. I GPH Annual 

n1is report and the tests perfonned a~ p1.1tt of the PHI Service Campany VRfyf monitoring aud reporting program, and 
are intended t0 satisfy federal EPA UST release detection and record keeping requirements F11Cl Loghrtics Services 
VR101: Page 1 of 1 

Customer: PHI Service Company VRM 
POBox9239 
Newark, DE 19714 

Full Vol 

68% 

78% 

Result 

Passed 

Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W. Friendly Avenue Greensboro, NC 27420 Telephone: I-800-997-7725 



GVRID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 09/01/2009 to 09/30/2009 

Site: . Pm Service Company VRM # 1 
3400 Benning Rd NE 
Washington, DC 20019 

Report Created: 10/01/2009 10:28 AM 

Tank Release Detection Results 

Tank Product Test Date 

DIESEL 09/29/2009 

2 UNLEADED 09/29/2009 

Line Release Detection Results 

Line Product Test Date 

DIESEL 09/10/2009 

2 UNLEADED 09/10/2009 

'I11is report documerits tank and line lests performed at the above location for the indicated date and period, 

Type 

0.2 GPH Monthly 

0.2 GPH Monthly 

Type 

0.1 GPH Annual 

O.J GPH Annual 

Th.is report a11d the tests performed nre part of the PHI Service Company VRM monitoring and reporli.ng program, end 
. are intended to satisfy federal EPA UST release detection and record keeping requirements Fuel Logistics Service:!i 
VR101: Page 1 of 1 

Customer: PHI Service Company VRM 
POBox9239 
Newark, DE 19714 

Full Vol Result 

61% Passed 

52% Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W. Friendly Avenue Greensboro, NC 27420 Telephone: 1-800-997:-7725 



GVR ID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 08/01/2009 to 08/31/2009 

Site: PID Service Company VRM # 1 
3400 Benning Rd NE 
Washington, DC 20019 

Report Created: 09/01/2009 10:35 AM 

Tank Release Detection Results 

Tank Product Test Date 

DffiSBL 08/31/2009 

2 UNLEADED 08/31/2009 

Line Release Detection Results 

Line Product Test Date 

DIESEL 03/10/2009 

2 UNLEADED 03/10/2009 

This report documents tank and line test;! performed at the nbove location for the indicated date and period. 

Type 

0.2 GPH Monthly 

0.2 GPH Monthly 

Type 

0.1 GPHAnnual 

0.1 GPHAnnual 

This reIJort and the tests performed are part of die PHl Service Company VRM monitoring and reporting program. and 
are Intended to sltlfafy federal EPA UST rclea~'C detection w1d Tecord keepi11g requirements Fu.et Logistics Services 
VR101: Page 1 of 1 

Customer: PID_ Service Company VRM 
POBox9239 
Newark, DE 19714 

Full Vol 

62% 

67% 

Result 

Passed 

Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W, lfricndly Avenue Greensboro, NC 27420 Telephone: 1-soo-997..:7725 



GVRID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 07/01/2009 to 07/31/2009 

Site: Pm Service Company VRM #_ 1 
3400 Benning Rd NE 
Washington, DC 20019 

Report Created: 08/01/2009 10:27 AM 

Tank Release Detection Results 

Tank Product Test Date 

DIESEL 07/31/2009 

2 UNLEADED 07/31/2009 

Line Release Detection Results 

Line Product Test Date 

DIESEL 03/10/2009 

2 UNLEADED 03/10/2009 

This report documents tank and line tests perfomicd nt the above location for the indicated date and period. 

Type 

0.2 GPH Monthly 

0.2 GPHMonthly 

Type 

0.1 GPHAnnual 

0, I GPH Annual 

This report and the tests perfonned ar~ pall of the PHr Service Company VRM monitoring and reporting progtam, and 
are inlended to satisfy federal EPA UST release detection and record keeping requirements Fuel Logistics Services 
VR101: Page 1 ofl · 

Customer: PID ·Service Company VRM 
POBox9239 
Newark, DE 19714 

Full Vol Result 

59% Passed 

57% Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W. Friendly Avenue Greensboro, NC 27420 Telephone: 1-800-99777725 



GVR ID: 261240 
Site Id: Benning 

FMS Site Compliance Report 
Period: 06/01/2009 to 06/30/2009 

Site: PHI Service Company VRM # 1 
3400 Benning Rd NE 
Washington, DC 20019 

Report Created: 07/01/2009 10:27 AM 

Tank Release Detection Results 

Tank Product Test Date 

DlESEL 06/30/2009 

2 UNLEADED 06/30/2009 

Line Release Detection Results 

Line Product Test Date 

DIESEL 03/10/2009 

2 UNLEADED 03/10/2009 

This report documerits tank and line tests perfom1ed al the <.1bove locution for the indicated date and period. 

Type 

0.2 GPH Monthly 

0.2 GPH Monthly 

Type 

0.1 GPHAnnual 

0.1 GPH Annual 

111is report and the tests perfonned are part of the Pl-U Service Company VRM monitoring and [eporting program, and 
· are intended to :satisfy federal EPA UST reh:ase detection and record keeping requirements Fuel Logisti-cti Se.vices 
VRlOl: Page 1 of 1 

Customer: PID Service Company VRM 
POBox9239 
Newark, DE 19714 

Full Vol 

63% 

76% 

Result 

Passed 

Passed 

Result 

Passed 

Passed 

Gilbarco Veeder-Root 7300 W. Friendly Avenue Greensboro, NC 27420 Telephone: 1-800--997-7725 



Attachment 7: 
Veeder-Root Line Leak Test Results 



261240 PHI Benning 
3400 Benning Road 
liJASHl NGTON DC 
SITE BEMNING 

JUN '3, 2010 11 :54 {\M 

PRESSURE LINE LEAK 
TEST RESULTS 

G. 1 :DIESEL 

3.0 GAL/HR RESULTS: 

LA\'3T TEFJT : 
.JUN 9 .. 2010 ·3: 22N·1 PASt, 

NUMBER OF TH.HS H1SSED 
PREV 24 HOURS : 1B 

SINCE MIDNIGHT : 11 

o.20 GAL/HR RESUt.rn: 

.JUN 
JUN 
,JUN 

· JUN 
MAY 
MA\' 
MAY 
MAY 
MAY 
MA'•{ 

9 .. 2[110 
5. 2010 
:3.,2010 
1.-201\J 

2: \J2AM F·i~SS 
1D: 53AM N'iSS 

9 : :34AM PASS 
4 :· 40AM FP18S 

30,2010 
30, 2010 
28,2010 
28 .. 2010 
26, 21Jl 0 
24,201 O 

11:44PM Ph8S 
7 ~ 30Al''.l PASS 
5: 4:3PM Pf1SS 
2 : :31 ('IM PASf.3 
9:35AM PASS 
1 :52PM PASS 

0. 10 GAL/HR RESULTS: 

MAR 
SEP 
MAR 
SEP 
MAR 
FEE 

12,2010 
10,2009 
10-2009 
5,2008 
6 .. 2008 

2:3 ,2007 

12:26AM PASS 
1:43AM PASS 

10: 40P,M PASS 
6:5M1M PASS 

10:53AM PASS 
5 : 1 ':,PM PASS 

Q 2:UNLEADED 

3 · 0 GAL·HR RESULTS: 

LABT TEST: 
JUN 9,2010 10:45AM PASS 

NUMBER OF TESTS PASSED 
PRE1i 24 HOURS : 21 

81 NCE MIDNIGHT 14 

1J, 20 GAL/HR RESULT\=:: 

JUN '3,2010 tJ: ~:::3AM PASS 
JUN 5 .. 2010 10:16~,M PAS::: 
JUN 8 .. 2010 5:4'lf'.\M p..-,c,,-, 

r-1•.J~ 

JUN 1,2010 5:47AM PASS 
MA"l :30.,2010 6: 3:]AM p,·,,-.,-. 

Hµw 
MA'\:' 28,201[1 5:24AM F·ASB 
.MA\' 26-2010 8:34AM PASS 
MA\.1 24,2010 10:00AM PABS 
MA'.i:' 22 .. 2010 8; 1,1AM P{~SS 
MAY 20, 2011J 5:26AM PASS 

0 .10 GAL/HR RESULTS: 

MAR 1:3.2010 1: 58PM P{°'SS 
SEP 10,200'3 5:54PM pr··,c.,c::• 

M~-1~ 

MAR 10,2009 11 :23AM PhSB 
SEP 5.,200:3 7:00PM PASS 
MAR 6,2008 11:45AM PASS 
FEB 28,2007 11:34PM PASE; 



'!'.:- -~ ...... _ 

·.___,,-· 

\--.__/'' 

261240 PHI Benn,ng 
3400 Benr,i t19-Road · 
WASHINGTON DC 
SITE BENNI NG· 

AUG 26, 200'¢i:. 11 : 05 AM 
,,_.:::,i 

·_1[ . PRESSURE 1. Jlllfr·':i:..EAK 
TEST RES UL ffl.-:-. 

Q 1 :DIES'EL 

8.0 GAL/HR RESULTS: 

LAST TEST: 
· AUG 26, 2009 9: 58AM PASS 

NUMBER OF TESTS PASSED 
PREV 24 HOUR$ : 22 

SINCE MIDNIGHT., : · 18 

i ! o •. 20 GAL/HR ,.RES~~S;{ . 

... t . AUG ·.26. 2009 ' 6: dBA~;A~S 
AUG 21. 2009 11 : 58PM PASS --, 
AUG 1-9,2009 4:47AM PASS 
AUG 15, 2009. 9: 30AM PASS 
AUG 11,20•9-10:0BAM PASS 
AUG 7,2009 9:27AM PASS 
AUG 3,2009 8:54AM PASS 
JUL 30,2009 9:28AM PASS 
JUL 26,2009 4:10PM PASS 
JUL 22,2009 7:32AM PASS 

Q 2: UNLEADED 

3.0 GAL/HR RESULTS: 

LAST TEST: 
AUG 26,2009 10:57AM PASS 

NUMBER OF TESTS PASSED 
PREV 24 HOURS 16 

SINCE MIDNIGHT:_ 6 

0.20 GAL/HR.RESULTS: 

AUG 25,2009 7:12AM PASS 
· AUG 19,2009 10:54AM PASS 

AUG 15,2009 .ll:32PM PASS 
AUG 11 , 2009 5; 56AM P~SS · 
AUG 7,2009 8:58AM PASS 
AUG 3,2009 7:01AM PASS 
JUL 30.2009 11:48AM PASS 
JUL 26,2009 3:11PM PASS 
JUL 22,2009 9:44AM PASS 

· JUL 18,2009 4:33PM PASS 

0 • 1 0 GAL/HR RES UL TS : 

MAR 
SEP 
MAR 
FEB 

10,2Q09.ll:23AMPASS 
5,2008 7:00PM PASS 
6,2008 11:45AM PASS 

23,200'7 11:34PM PASS 

i : O, f O GAL/HR RESULTS: 

. ' MAR l O. 2009 10: 40AM PASS _ I' 
· SEP 5. 2008 6: 54AM PASS j 

,. J MAR 6. 2008 10: 53AM PA~S 
FEB 23,2007 5:15PM PAtiS 

261240 PHI Bennin~ 
3400 Benning Road 
WASHINGTON DC 
SITE·_BENNI NG 

AUG 26, 2009 11: 05 AM 

LIQUID STATUS · 

AUG 26, 2009 11:05 AM 

L 1 :DIESEL STP SUMP 
.SENSOR NORMAL 

L 2:UNLEADED STP·SLJMP 
SENSOR NORMAL 

261240 PHI Benning 
3400 Benning,Road 
WASHING'TON DC: 
SITE BENNING. 

AUG 25, 2009 11 :05 AM 

INVENTORY REPORT 

T 1 :DIESEL 
VOLUME 15365 GALS 
ULLAGE . 4611 GALS 
90% ULLAGE= 2613 GALS 

, TC VOLUt1E = 15209 GALS 
HEIGHT = 90.11 INCHES 
STK HEIGHT= 89. 86 INCHES. 
WATER VOL 25 GALS 
WATER 1. 05 INCHES 
TEMP = 82.5 DEG F 

T 2 : UNLEADED 
VOLUME = 1372'7 GALS 
LJLLAGE 6249 GALS 
'9ox ULLAGE= 4251 GALS 
TC VOLUME= 13538 GALS 
HEIGHT = 77. 59 INCHES 
BTK HEIGHT= 78.34 INCHES 
WATER VOL 17 GALS 
WATER 0.76 INCHES 
TEMP = 79.9 DEG F 

: 261240 PHI Ber,nirr,;i 
• 3400 Benni ns Road· 
I__ WASH! NGTON DC I SITE BENNING 

AUG 26, .2009 11 :05 AM 

CSLD TEST RESULT$ .... , · 
-- - - - - --: -~·-.. -~\~~ - ,,,. 

AUG 26. 2009 11:05 AM 

T 1 :DIESEL 
PROBE SERIAL NUM 3191.11 

0.2 GAL/HR TEST 
PER:- AUG 26. 2009 _PASS 

T 2:UNLEADEb 
.PROBE SERIAL NUM 747888 

D.2 GAL/HR TEST 
PER: AUG 26 .• . 2009 PASS 

I ' *· * * * '* ENP * "'· :<;·· * "' 

I 



Attachment 8: 
Proof of Financial Assurance 



* 

. . . l 

· ASSOCIATED ELECTRIC & GAS rNSURANCE SERVICES LIMITED 

End_orsement No. 2 Effective bate Of Endorsement October 31, 2009. ----~-- ~~;.;;,...;;..;.i..:,;;.;;.;;.;;.,.... _____ ____ 

Attached to and farming part of POLICY No. X2660A1A09 ----------~---........ ---;.......----
NAMED INSURED Pepco Holdings, Inc •. 

It Is understood and agreed that this POLiCY is hereby amended as Indicated. All other terms and conditions of 
this POLICY remain unchanged. 

Item UST"l; 

Item UST2: 

Item UST3: 

Item UST4: 

UNDERGROUND STORAGE TANK FINANCIAL 
RESPONSIBILITY ENDORSEMENT 

DECLARAl'IONS 

A. Name of each covered locatron: 
(See Section 3) 

B. Address of each covered location: 
(See Section 3) 

Policy Number. X2660A1A09 

Period of coverage: October 31, 2009 to October 31, 2010 

A. Name of Insurer: Associated Electric & Gas Insurance Services Umited 

B. Address of Insurer: On1;3 Church Street, P.O. Box HM2455, Hamilton, HMJX BERMUDA 

Item UST5: A. Name oflnsured: - Conectiv 

- Potomac Electric Power Company 

B. Address of Jnsured: 
800 King· Street 
Wilmington, DE 19801 

701 Ninth Street, N.W. 
Washington, DC 20068 

INSURING AGREEMENT 

1. This Endorsement certifies that the POLICY to which the Endorsement Is attached provides liability insurance 
covering the underground storage tenk(s) listed In Section 3 to thls,Endorsem\9nt for taking corrective action 
and/or compensating third p;;irties for !3OO1LY INJURY and PROPERTY DAMAGE caused by acclderital -
rel~ase; In accordance with_ and subject to the limlts of llablllty, exclusions, conditions; and other terms of the 
POLICY; arising from operating the underground storage tanks Identified Section 3. · 

The limits of liability of the lhsurer'.s liabllfty _are: 
$1,000,000 each OCCURRENCE; and · 

$3;000,000 annual 'aggregate exclusive of legal d~fense c;osts, which are subject to a s~parate 
limit under the F'OLICY. . · · · · 

8224 (6/2006) Page1 ol 4 



UNDERGROUND STORAGE TANK FINANCIAL 
RESPONSIBILITY ENDORSEMENT 

This coverage ls provided under POLICY No. X2660A 1 A09 
The effective -~ate of said POLICY is October 31, 2009 

2. The Insurance afforded with respect to such OCCURRENCES Is subject to all of the terms and conditions of 
the POLICY; provided, however, that any prov_isions Inconsistent with subsections (a) through (e) of this 
Paragraph 2 are hereby amended to conform With subsections (a) through (e): 

3. 

a. Bankruptcy or Insolvency of the INSURED shall not ~ell eve the Insurer of its obligations under the POLICY 
to which this E;ndorsement is atteched. · · 

b. The Insurer ts liable for the payment of amounts within any deductible appllcable to the POLICY to the 
provider of corrective action or a damaged third-party, with a right of reimbursement by the INSURED for 
any, such payment made by the Insurer. This prcMston does not apply with respect to that amount of any 
deductible for which coverage is demonstrated under another mechanism or comblnatiqn of mechanisms 
as speclfled in 40 CFR 280.95 - 280.102. 

c. Whenever requested by a Director of an~mplementlng agency, the Insurer agrees to furnish to the Director 
a signed dupli_cate orlginal of the POLICY and all e_ndorsements. · 

d. Cancellation or any other termination of the Insurance by the lnsur~r except for nonpayment of premium or 
misrepresentation by the INSURED will be effective only upon written notice and only after the expiration 
of sixty (60) days after a copy of such written notice Is received by the · 1NSURED. Cancellation for 
nonpayment of premium or misrepresentation by the INSURED will be effective only upon written notice 
and only after expiration of a mtnlmum of ten (1 0) days after a copy of such written notice is received by 
the INSURED. 

e. The insurance covers CLAJMS otherwise covered by the POLICY that are reported to the Insurer Within six· 
months qf the effective date of cancellation or non-renewal of the POLICY except where the neiw or 
renewed POLICY has the same retroactive date or a retroactive date earlier than that of the prior POLICY, 
and which arise out of any covered OCCURRENCE that commenced after the POLICY retroactive date, tf 
appllcable, and·priorto.such POLICY renewal or termination da.te. CLAIMS reported durlnQ such extended 
reporting period are subject to the ternis, conditions, limits, including Limits of Uab!lity, and exclusions of 
the POLICY. . . 

Name of Covered Location 
Buzzard Point Generating Station 

Address 
1st and V Street, SW 

Washington, DC 20024 

3400 Benning Road, NE 

Washington, DC 200_19 

3302 15th Street, SE 

Washington, ·DG 2003_2 

4600 Sangamore Road 
Bethesda, ·Mo 208i 6 

Number of Tanks 
2 

Benning Generati~g Station 

Alabama Avenue Substation 

National Geospatlal Intelligence 
Agency 

Morgantown Generating Station' 

Forestville Service Center 

8224 (6/2006) 

P. 0. Box 
Newburg, MD 29795 
8300 Old Marlboro Pike 
Upper Marlboro, MD 20772 

4 

1 

1 

1 

6 
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. . 

· UNDERGROUND STORAGE TANK rlNANCIAL 
RESPONSIBILITY ENDORSEMENT 

Name of Covered Location . Address. 
1300 Brighton Dam Road Brighton Substation 

Eirookevrlle, MD 20833 

~~~AEGIS 

Number of .Tanks 
1 

Rockvllle Service Center 1600 Gaither Road 5 

Rockville, MD 20850 

Pleasantvllle Operations ·· 2542·FtrerRoad '· ...... ·· .. ·· ····· -----·· ., ... · · ····· ··· ·· ·· .. Z · · .. · · --

Egg Harbor Twp., NJ 08234 : 

Glassboro Operations 428 Ellis Street 2 

Glassborq, NJ 08028 

Winslow Operations 295 N. Groye Street 

Berlin, NJ 08009 

Mlssour) Avenue Station Missouri & Grant.Aves. 
Atlantic City, NJ 08401 

Brfdgetori Operations 10 Cohensey Street 

Bridgeton, NJ 08202 

Cape May Court House Operations 420 Route 9 North 
CMCH, NJ 0821 D 

Caril's Corner Peaker Station Burlington, & Central Rds. 

Carll's Corner, NJ 08234 
Cedar Station Rt 9 

Meinahawkin, NJ 08050 

Mlckleton Station Harmony Rd., E of Rt. 130 

Mickleton, NJ 08056 

West Creek 457 Main Street 

West Creek, NJ 08092 

Mlddle Station Railroad Station 

Rio Grande, NJ 08242 
Deepwater GelieraUng Sta~on · 373 N. Broadway 

Pennsville, NJ 0.8070 

Midtown Thermal Control Center 1825 Atlantic Avenue 

Atlantic City, NJ 
Centerv!He District Office Route 213 & Route 18 

Centerville, MD21616 

Control Center 10611 Westlake Drive 
Rockville, MD :20817 
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UNDE~GROUND STORAGE TANK FINANCIAL· 
~eSPONSIBILITY ENOORSEMENT 

l hereby certify that the wording of th Is instrument /s identical to the wording tn 40 CFR 280.97 (b) (1) and that the 
Insurer ls eligible to provide insurance as an excess or surplus lines insurer In one:or more States. 

AEGIS Insurance Services, Inc. 
Authorized Representative of: 
Associated Electric & Gas Insurance Services Limited 
1 Meadowlands Plaza 
East Rutherford, New Jersey 07073 
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